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              Image 1: wiring harness PR-330 

 

General 

 

  PR330 / PR-Sport wiring harness must be used as a basis for the ECU electrical 

installation.    

Technical Specifications 
 

Electrical characteristics 
 
Automotive standard wires DIN 72551-
6. Up to 150°C resistant and 300 V 
isolated. 
 
1mm wire – 12 A capable 
 
0,5mm wire – 9A capable 
 
12 V supply 
 

Mechanical characteristics 
 
JAE connector   
 
8-way male MIKE connector   
 
Length: 2,5 m 
 
Waterproof connector 
 
 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 

Pin Function 

1 GND 

2 12 V 

3 - 

4 RX 2 

5 TX 2 

6 - 

7 - 

8 - 

 Automotive Connector 
 

 Flexible wires 

 Shielded cable for crank and cam 

position 

Image 2: MIKE male connector 
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Power Supply 

Pin Function Label 

24 12 V Power +12V_SWITCH 

30 Sensor 5 V SENSOR 5V 

33 Sensor Ground No Label 

34 Sensor Ground No Label 

35 Power Ground No Label 

36 Power Ground No Label 

 

Crank Position Sensor 

Pin Function Label 

31 Positive Input - Crank Position Sensor (CKP+) No Label 

32 Negative Input – Crank Position Sensor (CKP-) No Label 

 

Injectors 

Pin Function Label 

1 Injector 1 Output INJ_1 

2 Injector 2 Output INJ_2 

3 Injector 3 Output INJ_3 

 

Ignition 

Pin Function Label 

4 Ignition 1 Output IGN_1 

5 Ignition 2 Output IGN_2 

6 Ignition 3 Output IGN_3 

 

Auxiliary Inputs 

Pin Function Label 

21 Auxiliary Input 1 IN_1 

22 Auxiliary Input 2 IN_2 

11 Auxiliary Input 3 IN_3 

12 Auxiliary Input 4 IN_4 

27 Auxiliary Input 5 IN_5 

 

Auxiliary Outputs 

Pin Function Label 

7 Shift light Output OUT_SHIFTLIGHT 

9 Auxiliary Output 1 OUT_1 

10 Auxiliary Output 2 OUT_2 

25 External ETC Output OUT_ETC- 

8 Main Relay Output OUT_MAIN_RELAY 
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Lambda Sensor 

Pin Function Label 

13 Lambda – Heater Ground LAMBDA1_HT- 

17 Lambda – Reference  
LAMBDA1_SENSOR 

REF 

14 Lambda – Calibration LAMBDA1_RCAL 

15 Lambda – Ipump LAMBDA1_IP 

16 Lambda – Nernst Cell No Label 

 

Communication 

Pin Function Label 

19 Pro Tune Serial Rx1 SP_RX1 

20 Pro Tune Serial Tx1 SP_TX1 

28 Pro Tune Serial Rx2 SP_RX2 

29 Pro Tune Serial Tx2 SP_TX2 

 


